
 

INSTRUCTIONS: 

Do not install onto a computer that has ScanSnap Manager already installed.  Installing this driver will 

not overwrite the native ScanSnap Manager software interface driver nor will it operate in tandem with 

ScanSnap Manager.  If ScanSnap Manager is installed, uninstall ScanSnap Manager before proceeding.  

Note: ScanSnap does not operate like ScanSnap Manager when using PSIP TWAIN driver for ScanSnap.  

Models supported: ScanSnap iX100, S1100i, SV600 

OS Supported: Windows 7, 8.0, 8.1 

How to install the driver: 

1. Unzip file to disk in a safe location on Windows PC 

2. Locate and execute file PSIPTWAIN-SS-1_7_7c.exe 

3. Open folder called Disk1 

4. Locate and launch file Setup.exe 

5. Follow install Wizard 

How to start:  

1. Connect ScanSnap scanner by USB (and power source if applicable) 

2. Power ON ScanSnap (open tray on iX100/S1100i or press Scan button on SV600 to power ON 

device.) 

3. Wait for driver to detect ScanSnap in Windows (see notification in System Tray) 

4. NOTE: The physical Scan button on scanner does not serve to Scan in this mode. 

5. In your scanning application, select [PaperStream IP <model>] as a scanner source. 

6. Scan as you normally perform scanning 

Accessing Driver Settings: 

1. Your application may influence accessibility to the PSIP scanner settings. See your administrator 

for help. 

2. From your scanning application, access Settings to open the PSIP TWAIN driver. 

3. When accessed, PSIP TWAIN has two viewing modes. To access the full setting viewer, click on 

the arrows as shown below: 

Simple Viewer: 

 



 

 

Advanced Viewer: 

 

For support: 

Harman Bola 

hbola@us.fujitsu.com 
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